Table 1

solid fuel Y $0 to move to this form of $0 to move to this form of heat | Combustion efficiency
(pellet) boiler heat from something else but | from something else but $750 | must be = 80%,CSA
$750 to upgrade an existing  to upgrade an existing boiler, B415.1-10, 95.4% AFU, or
boiler, $1500 to go to a heat | $1500 to go to a heat EPA 2020
exchanger instead, and $300 | exchanger instead, and $600 to
to go to solid fuel wood stove | go to solid fuel wood stove
solid fuel Y $0 to move to this form of $0 to move to this form of heat | Combustion efficiency
(wood) boiler heat from something else but  from something else but $350 | must be = 80%,CSA
$350 to upgrade an existing  to upgrade an existing boiler, B415.1-10, 95.4% AFU, or
boiler, $1500 to go to a heat | $1500 to go to a heat EPA 2020
exchanger instead, $750 to exchanger instead, $1000 to
move to pellet and $300 to move to pellet and $600 to go
go to solid fuel wood stove to solid fuel wood stove
heat exchanger | N $1000.00 $1500.00 CSA Cb656-14 (M92),
Energy Star, Enerchoice
solid fuel Y $750.00 $1000.00 "Canadian standard"
(pellet) stove means "CSA B415.1-10,
EPA 2021
electric boiler | N $500.00 $500.00 CSAB415.1-10, 95.4%
AFU
geothermal N $500.00 $500.00
system
electric insert N $300.00 $300.00
solid fuel Y $300.00 $600.00 "US standard”, EPA 2020
(wood) stove
saliel Gusl Y $300.00 $300.00 EPA 2020, Enerchoice
fireplace insert
solid fuel wood |Y $300.00 $600.00 CSAB415, EPA 2020
or pellet
furnace
gas insert
natural gas N AFUE must be = 78%,
furnace, boiler CSA P.4.1 or Energuide
vented gas N FE Rating > 50%
fireplace
heaters
free-standing Y
“stove”,
"homemade” or
‘barrel’
oil furnace Y
open masonry |Y
fireplace
piped-propane |Y
furnace, stove
tube type heat | Y EPA 2020, Enerchoice

exchanger with
a face plate and

door (usually
installed in an

open fireplace)




